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The Spherical Coil as an Inductor, Shield, or Antenna*
IIAROLD A. WHEELERI, rELLow, rRE

Summarg-7he spherical coil ie a,u idealized form of inductor
haviug, oa a spherical surface, a single-layer winding of constaat
arial pitch. Its maguetic teld inside is uniform and outside is that of
a small coil or magnetic dipole. Its properties exemplify eractly some
oi the rules that are appro-imately applicable to practical inductors.
§imple foonlas are given for self-inductance, mufiral inductance,
coupling coefrcieat, efiect of hon core, aad radiatiou power factor ia
free space or sea water. This coil ie tüe basis for evaluating the
shieldiag efiect of a closed conductive (noooagnetic) metal shell. A
special wiading is described which eaablcs simple and eract com-
putatioa of self-resonance (tle length of rire being just I wavelength
in some cases).

I. lurnooucrroN

SPHERICAL coil is an inductor similar to the
solenoid but spherical rather than cylindrical in
shape. Its internal magnetic 6eld is constant

and its external field is that of a small magnetic dipole.
The spherical coil was described by Maxwell in his

monumental treatise [t ] Uut it has been ignored by sub-
sequent workers. It has little practical value in its
literal form but its gtudy leads to relationships that
have qualitative significance in many practical situa-
tions. The present purpose is to present some of these
relationships in a form that will suggest their practical
implications.

This is an example of one philosophy of approxima-
tion, the one that seeks for idealized forms that are
susceptible of simple and exact formulation. These
forms are then perceived as approximations of practical
forms. Being exactly formulated, any relationships are
likely to indicate real trends.

The writer first developed some concepts of the
spherical coil in 1941 while studying the problems of an
electromagnetic detector for buried metal objects [3 ].
A spherical coil on short-circuit was used to simulate
the reaction from an object made of a conducting shell.
(The outcome of this work was the SCR-625 mine de-
tector which was the one used by our armed forces in
World War II.)

More recently, the writer formulated the ideal prop-
erties of a spherical radiator that can be approximated
in a loop antenna on a spherical iron core. Also, there
will be presented here a set of idealized conditions in
which a coil of wire is self-resonant at a frequency such
that the length of wire is just I wavelength.

After a preliminary description of spherical coils,
therd will be formulated their various properties of self
and mutual inductance, shielding, radiation and self-

* Original manuscript received by the IRE, February 13, 1958.
t President, Wheeler Labs., Inc., Great Neck. N. Y.

resonance. Attention will be paid to the core space, in-
cluding a magnetic or antimagnetic sphere partially
filling the coil.

II. SvMsor,s

MKS Rationalized Units

Z : inductance (henries).
C : capacitance (farads).
R:resistance (ohms).
po:1.257 X 10{: magnetivity (permeability)

of free space (henries/meter).
eo :8.85 X 10-12: electrivity (permittivity) of

free space (farads/meter).
R":377:wave resistance of free space (ohms).

or - radian frequency (radians/second).
I :wavelength (meters).

1,, / 2r : radianlength (meters).
c :conductivity (mhos/meter).
ä:skin depth (meters).
o:radius (meters).
6:pitch of winding (meters).
d: thickness of conductor winding or shell

(meters).
l:length of wire on coil (meters).
r:distance between centers (meters).

A - total area of turns (meters2) .

tr,:volume of spherical coil (meterss).
7, : volume of radiansphere (metersr).
z:number of turns.

h, h', ky äu:mäBn€tic ratio (relative permeability).
ä" :electric ratio (dielectric constant).

ärz :coefficient of coupling.
P:R/Lo:power factor (much less than

unity).
Pz:leakage fraction of spherical shell (free of

skin effect).
p,:leakage fraction of spherical shell (subject

to skin effect).
E:voltage between ends of coil (volts RMS).
f :current at middle of coil (amperes RMS).

III. TsB Spnenrcer- Corr

Fig. 1 shows some of the properties of the spherical
coil. It is to be wound in such a way that the internal
magnetic field is uniform, as indicated in Fig. 1(a). This
requires a current sheet with the turns pitched uni-
formly along the a:<is, as shown in Fig. 1(b). The varia-
tion of the length of wire per turn is such that its average
is r/4 of the middle turn at the equator. The varying
area of the turns is graphed in Fig. 1(c). The parabola
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shows the variation of the area per turn, such that its
average is $ of the area at the equator. The other curves
(d) and (e) will be discussed later.

The concept of the current sheet is familiar in the
study of inductance. Ideally it requires many turns of
small wire, rather closely spaced but in accordance with
the prescribed variation of pitch. As a result, the in-
ductance is mainly obtained by interaction of the turns
and is nearly independent of the fine structure of the
turns.

Among all forms of inductors, the spherical coil yields
the simplest formulation of its properties. The basic
reason for this is that its field pattern inyolves spherical
harmonics of orders zero ancl, one, which correspond to a
uniform field and to that of a small dipole. Unlike the
closed-core or toroidal inductors, the spherical coil has
the external 6eld required for radiation or other exte-
rior coupling.

IV. Sur-INDucrANcE
The inductance formula will be derived in a succes-

sion of easy steps relying only on simple rules, referring
to Fig. 1.

The starting point is a cylindrical coil of radius o,
length 2a, ar,d, z turns. The cylindrical volume has an
air core and is surrounded by a perfect magnetic me-
dium; the respective magnetic ratios are k: 1 and
h': *. The interior field is uniform. The inductance is

cyl L(r, -) : po # - ! pson2. (1)

Taking next the spherical coil with corresponding air
core and magnetic surrounding, the volume is il as great
so the magnetic energy and the inductance are multi-
plied by this factor. The inductance of the sphere, with
ä:1 and ä': o , is

L(l,o): 
rroon'.

(2\

This inductance is limited by the internal reluctance,
with no external reluctance.

In order to learn the relative reluctance of internal
and external paths for magnetic flux, some computations
are made with the spherical coil in air. By integration
over the turns of the coil, the magnetic field along the
axis is found to follow two laws, graphed in Fig. 1(d).
Inside the coil, the magnetic field is uniform. Outside
the coil, the field varies inversely with the cube of the
distance from the center (as in the case of a small coil or
magnetic dipole). Integrating this field along the axis,
we obcain the magnetic potential, graphed in Fig. 1(e).
The total potential difference along the axis is nI for n-

turns carrying current 1. It is found that f of the poten-
tial is inside the coil and § is outside. Therefore the path
reluctance outside is ! as great as that inside. The in-

axls

(a) Magnetic 6eld.

o(6 >d)

n tunts d<<a

(b) Spherical coil.

o t..
(c) Relative ar€a per turn.

o al.c

(d) Relative field intensity.

potentlal/nl

(e) Relative magnetic potential. 
i

Fig. l-The spherical coil and its properties.
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ductance of the spherical coil in air is t as great ß (2)
above:

2rL:-Foorü2. (3)

The general formula, for any magnetic ratios inside and
outside, is
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I

L(h, h') - ?! r,oon2
2/3h + t/3h'

2r-3
: 

- 
4nan2e'- 2/h+t/h,

The resistance of the spherical coil is of interest in
some applications. In Fig. 1(b), the conducting shell is
indicated as having a thickness d much less than the
radius a. The conducting cross section of this shell is
assumed to determine that of the wires in the current
sheet. It is also assumed that this thickness is much
less than the "skin depth" in the conducting material
at the operating frequency. The resistance per turn is
les.s toward the poles because the turns are shorter and
wider: tfie variation follows the parabola in Fig. 1(c) so
the average per turn is jf of the rmistance of the longest
turn at the equator. On this basis, the resistance of the
coil is

\_ The power factor of this inductor (in air) is:

p: R/pa: +: g. (6)
o;pooail 2ail

The condition that d (ö is still in effect, so this formula
is limited to p)3il/2o. The last form is simplified to a
ratio of length dimensions by introducing the skin
depth (though this case is not subiect to the skin effect).

If the winding on the spherical coil is subject to the
skin effect, no simple evaluation is apparent because
the magnetic flux links the winding.

Fig. 2 shows a simple solenoid that has certain proper-
ties of the spherical coil exactly, and some other proper-
ties approximately. The following properties are the
same:

Radius (at equator)
Axial pitch of turns
Total area of turns (and resulting far field)
Total resistance of turns.

The following properties are different:

Greater maximum dimension (radius of circumscribed
sphere is greater in ratio \/-13/9:1.20)

Lesser axial length (2/3)
Lesser number of turns (2/3)

t Lesser field intensity on a:ris
Lesser inductance (approximately 0.917 or tl/12).

tn turns

Fig. 2-Solenoidal coil for comparison.

42,
41,

(b)

Fig. 3-Two coaxial spherical coils.

The inductance of this solenoid is given by

ro2(ln)2 0.595

(4)

I:',2,)",,, n..

(a)

(s)
Zrn'R:-
3ilo

solZ:po
?(2")

2r
- J psan'(0.893). (7)

I
The last form shows the ratio by which this inductance
is less than that of the spherical coil.

V. Mutuar. IuoucruvcB

Fig. 3 shows the two cases of mutual inductance be'
tween two spherical coils, the smaller coil being inside or
outside of the larger coil.

In Fig. 3(a), the smaller of two coils is inside the
larger, with parallel axes. They need not be concentric or
even coa:rial. The mutual inductance is computed easily
because of the uniform field inside the larger coil.

2r /3 \: : Foon2 (l-0.595/

r _rfira] 2tr
Lrz -- Lz

ttzozz 9

Their coefficient of coupling is

poofnrnz
(8)

hu: LL2/\/Ey: (ayf oz)st2

hrz':(or/or)':VJVz

(e)

(10)
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in which V1 and V2 are the volumes of the spheres.
A practical application of a spherical coil (somewhat

different from the ideal) isfound in theso-called "variom-
eter.'This device is an inductor made of two concen-
tric spherical coils of nearly the same size, the inner one
rotating about a transverse axis. The two coils are con-
nected in series (or parallel) to form an inductor that
has a wide ratio of variation obtained by changing the
mutual inductance from "opposing' to "aiding."

In Fig. 3(b) the two coils are mutually external and
coaxial. Since the external 6eld of each coil follows ex-
actly the pattern of a small coil or magnetic dipole, the
mutual inductance is expressed by a simple formula
(derived from principles given by Harnwell [9]).
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(r7),

^zt
"1,

nz,
,1' ktz:i )n,,

The ultimate simplicity of this formula is attributable
to the simple properties of the spherical coil.

If instead, the equators of the two coils are coplanar,
the values of Zrz and kv zre $ as great.

The greatest coefficient of coupling between two coils
mutually external is obtained with two coaxial coils of
the same size in contact:

r : 2ot: 2azi ku: 1/8. (13)

If each of two coaxial coils is filled with a magnetic
core (är or äz), their mutual inductance is increased
more than their self-inductance, so their coefficient of
coupling is increased approximately as follows:

, _ 2n poor2o22nrn2
Lt2--

9rt
hp: (ap2f rz)3t2.

o*:(t#)"(#

(b)

Fig. 4-Spherical core or external object.

short-circuit. With the core, the properties involving the
outer coil are changed to the following:

hp' :
3kr(at/ oz)3

( 1.5)2* ful 2(h- r)(ot/o)s

L,:? ttooz*zz[, +, #@,/o),f. (16)

The last factor (in brackets) is the ratio in which the
inductance of the outer coil is increased by a magnetic
core inside, or decreased by an antimagnetic core. The
latter might be realized by a conducting core that ex-
cludes magnetic flux by virtue of the skin effect, in
which case är:g;

(1 1)

(12)

2r
L2 : : yooznzz1 - 1"r/or)').

(14)

This formula is based on the assumption of a separation
far from contact. Perfect magnetic cores increase the
coupling by a factor of 3.

Comparing two coaxial coils of the solenoid form
(Fig. 2) located far apart, we find that their mutual in-
ductance is the same and their coefficient of coupling is
greater approximately in the ratio 1/0.893:1.120.
This increase is attributed to the larger maximum di-
mension of each coil.

VI. Spnpnrcer. ConB

There has been some mention of a magnetic core
completely filling a spherical coil. Fig. 4(a) shows the
more general case of a concentric spherical core par-
tially filling the coil. It is regarded as a coaxial smaller
coil filled with a core of magnetic ratio kr

Several simple rules enable the computation of the
effect of the inside core and coil. First, Lt and therefore
LpAle multiplied by 3h/Qtär). Second, the "leakage
inductance' L2(l-k1y.2) is unaffected by the core; it is
the inductance of the outer coil with the inner coil on

This value is reduced in the ratio of the volume outside
the antimagnetic core.

As an example, take an iron-dust core of kr:4, filling
$ the volume of a spherical coil. The inductance is in-
creased in the ratio 3/2. A solid copper core of the same
volume, shielded by the skin effect, would reduce the
inductance to |.

Referring again to the solenoid of Fig. 2, and inserting
a cylindrical core of the same shape as the solenoid, the
change of its inductance would be somewhat less than
that computed for the spherical coil.

VII. ExrBnNer, On;rcr
Fig. a(b) shows a spherical object (of magnetic ratio

ä1) external to a spherical coil. The reaction of this ob-
ject on the inductance of the coil forms one basis for the
detection of metal bodies, exemplifred by the mine de-
tector.

The formulas for this effect are the same as for the
internal core, except for the different coefficient of
coupling. In (15)-(17) above, we can change:

Lrom (arf az)3 to (op2f r2)3
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The inductance of the coil becomes

2r I k'-t ILz: - poaznz2lt+2: (ap2fr2)31. (1S)e L h*2' -J

The last factor shows the change of inductance caused
by the external object; the change is inversely propor-
tional to the sixth power of the distance.

As an example, take the external object to be an
antimagnetic (conducting) sphere, and take the dimen-
sions a1 :6'r:r/lO. The change of inductance is 1 part in
a million.

VIII. SpnBRrcAL SnrBr,o

Fig. 5(a) shows a spherical coil (ar) enclosed by an
external spherical shield (or) that is both coaxial and
concentric. The shield is essentially a spherical coil on
short-circuit. Its purpose is to confine the magnetic
field of the coil inside, that is, to act as a magnetic
shield between the inside space and the outside space.
The magnetic field that penetrates the shield and
reaches the outside space is sampled by the coaxial out-
side coil (as).

If the shield has a conductor thickness less than the
skin depth (d2162), the shielding action can be repre-
sented by the equivalent network shown in Fig. 5(b).
(See [Z].) In this network, the coupling among three
inductors is uniquely reduced to a single transformer
with unity coupling, supplemented by a uleakage in-
ductance» in each circuit. The leakage inductance of L2
becomes zero if kpkzr: ära. This is found to be true for
the three spherical coils in FiS. 5(a). Therefore the leak-
age inductance of L2 is z.ero, leaving its resistance R2 as
a direct shunt on the coil Z2 of the coupling transformer.
If this resistance w'ere zero, there would be zero coupling
between L1 arrd Ls, and hence zero magnetic field out-
side the spherical shield Zz.

There is a small amount of leakage through the shield
if. Rz{(t'tLz, or pzl{\. Assuming that Lr and La are not
too close to the shield Lz, the short-circuit on Lz reduces
the coupling therebetween by the factor pr. Therefore
this factor may be denoted the "leakage fraction,» and
its value is given bv (6) applied to 22.

By ordinary circuit theory, it is easy to compute the
properties of the inside coil Z1 as modified by the pres-
ence of the shield effectively decreasing the inductance
and increasing the resistance. The modified properties
are:

Lr':LJl-krr2) (1e)
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(2s)

^z'dz'
"1, d1,

62,
oy

\-

(a) Geometry.

LILzL
(b) Equivalent network.

Fig. S-Spherical shield.

The last expression shows how much the power factor
of the shield is coupled into the coil inside.

A spherical shell of conducting material behaves like
a spherical coil on short-circuit, so the formulas are
valid for this kind of a shield.

If the thickness of the shield is greater than the skin
depth (dr)6r), the leakage is reduced by the skin effect.
The modified leakage fraction becomes

- d.z d.r - 3ör dz

öt öz a2 öz

It is noted that the formulas give nearly equal values of
Dt and 1,, as they should, if il :6.

If completely subject to the skin effect, the shield
appears to have a higher power factor as follows, sub-
stituting 6 f.or d in (6):

3äz
f2:-'' 2az

(24)

Substituting this f.or pzir, (21) and (22),but leaving pr

the same (no skin effect in Zr):

ofdt6t
hrz'?r/Pr: ory '

A,' : Rr(r + 0,,, #): Rr(1 * krz2pz/?r) (20)

P1t : Pt
t * kn2fz/lr

(21)

As an example, take a spherical shell of copper, oper-
ating at 15 kc.

oz: 25 mm1' dz: öz: 0.5 mm.

This is a case of marginal skin effect. The leakage frac-
tion is:

fu: 0.03 [see (6)l

2, : 0.03(1.04) : 0.0312 [see (ß)].
l-knz

oradrözz
hn2lz/ Dr

ozadz6t2

The shielding by a closed metal shell is noncritical to

02\ the shape, whereas the shieldinc by a coil on short-
circuit is critical to both shape and orientation.

I
hrr' : Vr/Vz;
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-|x/zr
(a) In free spa.ce. (b) In sea water.

Fig. G-Spherical coil as small antenna.

IX. SpnBmcar. ANTENNA

A spherical coil that is much smaller than the radian-
sphere in space has radiation properties that are easily
computed. Fig. 6(a) shows such a coil in relation to the
radiansphere. (See [t+].)

The reactance may be expressed in terms of the wave-
length:

PROCEEDINGS OF

water (6,)

r+2/k (26)

(28)
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kr' ke

tapered pltch

constant pltch

Oa

(b)

Fig. 7-Self-resonant spherical coil,

sipation in the water determines the radiation power
factor, which is found to have the following value:

a32O:W r+2/k
(30)

The principal factor is the ratio of the coil volume over
another volume determined by the radome size and the
skin depth in the water.

Submersion of this antenna reduces its interception
area, as referred to the wave power density above the
water. The free-space interception area is 3/2 of one
radiancircle in free space. If this antenna is submerged
to a depth several times the radome radius but much
less than the skin depth in the water, its interception
area is reduced to

(a)

4z2 an2,L: 
g

The radiation resistance is computed from the basic
formula for a small coil:

(27)

This is in terms of the total effective area of turns,
which is, in the spherical coil,

23
A: 

-ta2n-.3 1+2/k

One property of a small antenna is the radiation
power factor, which depends primarily on the size and
is independent of the number of turns [6]. For the
spherical coil, the radiation power factor is:

.el v
(2e)r+2/k y, t+2/k

The greatest value would be obtained with a perfect
magnetic core (ä: -), in which case the radiation
power factor would equal the volume ratio of the two
spheres. This is an upper limit that may be used as a
standard of comparison for practical antennas. The
formula for this ideal is the ultimate in simplicity, and
this power factor can nearly be realized in practice.

Fig. 6(b) shows another case, in which a spherical
coil is used as a small antenna submerged in sea water.
The water surrounds a spherical radome (of radius a')
enclosing the coil. The radome is assumed to be much
smaller than the radianlength or skin depth (ä') in the
water. Then the nearby conduction in the water is
limited by its conductivity rather than the skin effect
lrs l.

The currents induced in the water are computed for
a continuous series of spherical shells. The resulting dis-

3r
l,^,'u''

This depends not on the coil size,
size and the skin depth.

n:L*(ry)':2o(ry)',

R /2tro\aP:i:(;/ (31)

but on the radome

X. SBr,r-RBsoNeNr Corr-

A certain form of winding on a spherical coil leads to
a self-resonant inductor with the same pattern of mag-
netic and electric fields. By this we mean that each field
inside the sphere is uniform, and outside has the field
pattern of a small dipole.

Fig. 7(a) shows such a spherical coil, with its core
having magnetic and electric ratios ä- and ko. All the
current in the winding is the capacitive current in the
inner and outer space. The middle turns carry maximum
current, while the current tapers off toward the end
turns in proportion to the decreasing area per turn. The
uniform fields inside require that the current density
be the same as in the simple spherical inductor with

ä I/ör
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constant current (and constant axial density of current).
Therefore the pitch of winding must be reduced in the
ratio of the area per turn. This rule leads to an inde6-
nitely Iarge number of turns but a finite length of wire.

Fig. 7(b) shows the basis for computing the total
length of wire on a coil of tapered pitch. For reference,
the lower curve gives the arial distribution of length
of wire for constant pitch. In this case, the axial density
ratio (01/0r) is proportional to the radius of the turns,
henc-e the semicircular shape. For the self-resonant coil,
the pitch is reduced in proportion to the area per turn,
or the radius-squared, so the length of wire has an orial
density inversely proportional to the radius of the
turns; this is shown by the upper curye. The total length
of wire is proportional to the area under these curves.
Since the upper curve has twice the area of the lower
curve, the self-resonant coil with tapered pitch has a
total length of wire twice as great as the simple coil with
constant pitch (assuming the same pitch in the middle).

As a measure of the varying pitch, we may write the
formulas in terms of the pitch (c) of the middle turns.
The simple spherical coil of uniform axial pitch (c:2a/r)
has its inductance given by substituting this relation in
(4), also changing symbols h to k- and ä' to 1.

n:2a/c (32)

2138roE3L: - rooo'7l2Jh-: i uov r+ uil' (33)

In the modified spherical coil with tapered pitch of
winding, the same maximum current in the middle
turns is associated with the same magnetic field, so it
sees the same amount of inductance.

In the simple spherical coil, the axial gradient of the
voltage along the winding varies with the area per turn,
in the manner of Fig. 1(c), so the average gradient is
fr of the middle gradient.

The tapered pitch changes the voltage distribution,
making the a:<ial gradient constant, because the smaller
area per turn toward the ends is just compensated by
the greater density of turns. Therefore the average
gradient is equal to the middle gradient and the total
voltage from pole to pole is 3/2 as great for the same maxi-
mum current in the middle turns. This voltage is

3E:-ILu
2
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(36)

(37)

(38)

(3e)

. (40)

f(in) : Eco(cyl C) : tu^, ah*

I

Just as the magnetic flux path outside the coil has an
effective length I as great as inside, the same is true of
the electric flux path. But the two electric flux paths are
in parallel, not in series. Therefore the total capacitive
current (in the middle turns) is

TI : hreo- a(h, * 2).

In the tapered winding, as explained with reference
to Fig. 7(b), the length of wire is found to be twice as
great for the same middle pitch of winding. This length
is

T2a
l'--2ra-:2T2o2/c

2c
c : 2r2az/1.

Substituting in (33),

212
L: 

- 
tta-

9z,E'- a

To determine the condition for resonance, eliminate
E and I from (34) and (37), then express ar in terms of
I, and finally substitute for Z from (40):

3rLa
1 : = It't2eo - a(2 | k") : 3z't 

-: 
(2 + k") (41)2 2 rotrz

l + 2/h^

in terms of Z given bv (33).
The capacitive current inside the coil has its maxi-

mum value (O in the middle turns, equal to that
caused by the total voltage (E) in a cylindrical condens-
er of. arearoz and spacing 2a. This capacitance is

(42)

This shows that a coiled length of wire is self-resonant
at a frequency such that its length is about $ wave-
length, which is the well-known rule for a straight wire.

An ideal self-resonant spherical coil is couceived to be
one having no energy stored inside (ä,:0, ä-: o). Its
resonance corresponds exactly to a wire length of I
wavelength. Its external electric and magnetic fields
store equal amounts of energy in the same pattern so
they radiate equal amounts of power. They combine to
radiate a wave that is circularly polarized [7 ].

The radiation power factors of the magnetic and
electric fields, for any core properties, are

V/V, V/Y,?-: ?,: (43)
1+ 2/h^' 1 * hz/2

For an air core (k^:k,- 1) it appears that the electric
field radiates twice as much power as the magnetic field.
However, if b^k,:4, the two fields radiate equal
amounts of power; this is therefore a general condition
for circular polarization of the radiation. This is realiz-
able, for example, with a dielectric core such that
h.:4, k^:1.

This same condition is one which causes the coil to
resonate with a half-wavelength of wire, as indicated

(s4)

cylC: onr*:Ah,roo.

The current in this internal capacitance is

(3s)
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bV @2).In this type of coil with an air core, rcsonance
corresponds to l:)t/ J2.

In a self-resonant coil having l:\/2, a dimensional
relationship from (38) and (39) is

)r.c:4tr2o2:(GrV)2ls (++)

If such a coil has enough turns to be recognized as a cur-
rent sheet (c112a), its volume is much less than the
radiansphere so its radiation power factor is very small.

XI. EqurvalENr Spsenrcer, Corr,

Any coil in a certain class has an equivalent spherical
coil that may be specified on a logical basis. This class of
coils includes every coil that has an air core and is
made up of any number of turns wound in the same
direction and located in parallel planes. The simpler
cases include ordinary coils with coaxial circular turns,
such as the helix of one or more layers.

A spherical coil is said to be equivalent to any coil in
this class if it has the same inductance (Z) and the same
far field, the latter requiring the same total area of
turns (.4). In terms of these twoproperties, the equiva-
lent spherical coil is formulated from (4) and (28) by
solving for the following dimensions:

cient of coupling and power factor of radiation. It is a
basis for computing the shielding effect of a closed con-
ducting shell (nonmagnetic). A special winding yields a
corresponding simple form of self-resonant coil, whose
length of wire is near { wavelength at resonance. Re-
ferring to the spherical forms in general, the exact
formulas for various properties yield simple rules that
are approximately applicable to practical inductors
such as short solenoids.
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The diameter l2a) of this equivalent spherical coil will
always be less than the maximum dimension of the
space occupied by the nonspherical coil.

As an example, we may take the familiar case of a
long solenoid. The equivalent sphere is found to be one
that has a volume slightly greater than $ of that of the
solenoid. Therefore its diameter is greater than the
solenoid diameter but much less than the solenoid
length.

The equivalent spherical coil, as specified, has the
same radiation power factor when regarded as a small
antenna. In the case of two coils coupled in either co-
axial or coplanar relationship, at a distance much
greater than their radii, the two equivalent spherical
coils have the same coefficient of coupling.

XII. Cor.rcLUSroN

The spherical coil is an interesting idealized inductor
whose properties can be expressed exactly by remark-
ably simple formulas. Its field configurations are the
simplest conceivable, as are also its formulas for coeffi-
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CORRECTION

H. A. i^Iheeler, "The Spherlcal Co1I As An Inductor,
Sh1e1d, or Antennatt, Proc. InE, vo1 . 46r Fp. 1595-
1602; Sept. 1958.

\-

Formula (Zg) on p. 1600 should, read,:

R (*"\' 1 vP=ffi-\-rl]r*av=%
Formula (Sf ) on p. 1600 should read:

snZ ar 62 ,/
2tr

to agree wlth formula (S) of the author's earl1.er
paper, Reference L8.

a

Formula (+e) on p. 1602 should read.:

Proc. IFilE, voI. 48, p: 328; March 1960.
I,fL-51

(n-zs+)
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